General characteristics

Fixation

Type

IP

voltage

Hertz

included battery
Power

w

RPM

Airflow (m3/min)
Reverse function
Engine type

No. of blades
Reversible blades
Pitched ceiling
Can be installed without seat post

Type of control included

Material

Body/Structure
Diffuser
Blade material

ALO L LED Black fan

Ref. 33719

ALO L is a ceiling fan with light ideal for the ventilation of
rooms up to 17'6m2. Made from metal, blades from wood and
opal glass difusser. Operated on remote control
(included).This ceiling fan has reverse function and it is
suitable for inclining room. It has 3 adjustable speed with a 14
-30-56W and 80 - 113 - 155 revolutions per minute depending
on speed. Airflow: 129.29 m3 min / 4564 CFM.

3

ZID

Al

380/149"  335/3.2"

Ceiling

|

20
220V-240V
50Hz

17W
14-30-56
80-113-155
129.29

Yes

AC

3

No

Yes

No

Remote control

Steel
Glass
Wood

210/8,26"

c
F

2160/6,3"  60/23,6" @130/5," ©1520/598" 685/27"

Lighting characteristics

Light source included
Temperature

LM
CRI

Energy classification

File download

General documents

Images

2D/3D

BIM

Yes
3000K

600Im
>80

Download >

Download >
Download >
Download >

Download >
Download >

Download >


https://d7rh5s3nxmpy4.cloudfront.net/CMP4114/files/1/33719_inst.pdf
https://d7rh5s3nxmpy4.cloudfront.net/CMP4114/1/33719.jpg
https://d7rh5s3nxmpy4.cloudfront.net/CMP4114/2/33719_L1.jpg
https://d7rh5s3nxmpy4.cloudfront.net/CMP4114/33719_D1.jpg
https://d7rh5s3nxmpy4.cloudfront.net/CMP4114/files/33719_2d.pdf
https://d7rh5s3nxmpy4.cloudfront.net/CMP4114/files/33719_3d.zip
https://d7rh5s3nxmpy4.cloudfront.net/CMP4114/files/33719.rfa

Finish
Body/Structure Matt Black
Diffuser Opal



